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LVPF-L is a projecting flag sign in a 
landscape configuration.
This elegant yet simple and straight 
forward double sided projecting 
flag sign is created by attaching two 
Leader View profiles back to back, 
bolted to an oval shaped anodized 
aluminum base plate.
The LVPF-L is available in four heights: 
94, 124, 170 and 230mm with endless 
length options.
All presented length options are 
commonly used sizes; however, 
customized lengths are available upon 
request.
The Leader View profile smooth 
face is great for direct vinyl graphics 
application or printed paper inserts as 
well.
Changing the paper insert is simple 
and easy using our silicon suction cup.
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LVPF System Type - Leader View Projecting Flags
L Sign layout - Landscape
H Sign Unit Height - mm
W Sign Unit Width - mm

LVPF-L-H-W
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Four standard profile height options: 94, 124, 170 and 230mm

Plastic end caps are available in three finishes to 
choose from: Gray ABS, Black ABS and Chrome 
plated ABS.

An easy insert removal using our 
silicone suction cup
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LVPF-L-94
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Commonly used unit width (other unit width can be ordered by demand)

Commonly used unit width (other unit width can be ordered by demand)

Commonly used unit width (other unit width can be ordered by demand)

Commonly used unit width (other unit width can be ordered by demand)

LVPF-L-230

LVPF-L-170

LVPF-L-124

Cat. No. LVPF-L-170-300
Unit Width 300 mm
Insert size 150mm X 300mm

Cat. No. LVPF-L-170-150
Unit Width 150 mm
Insert size 150mm X 150mm

Cat. No. LVPF-L-230-300
Unit Width 300 mm
Insert size 210mm X 300mm

Cat. No. LVPF-L-230-250
Unit Width 250 mm
Insert size 210mm X 250mm

Cat. No. LVPF-L-170-210
Unit Width 210 mm
Insert size 150mm X 210mm

Cat. No. LVPF-L-230-210
Unit Width 210 mm
Insert size 210mm X 210mm

Cat. No. LVPF-L-230-400
Unit Width 400 mm
Insert size 210mm X 400mm

Cat. No. LVPF-L-170-250
Unit Width 250 mm
Insert size 150mm X 250mm

Cat. No. LVPF-L-124-300
Unit Width 300 mm
Insert size 105mm X 300mm

Cat. No. LVPF-L-94-250
Unit Width 250 mm
Insert size 75mm X 250mm

Cat. No. LVPF-L-124-210
Unit Width 210 mm
Insert size 105mm X 210mm

Cat. No. LVPF-L-94-210
Unit Width 210 mm
Insert size 75mm X 210mm

Cat. No. LVPF-L-124-150
Unit Width 150 mm
Insert size 105mm X 150mm

Cat. No. LVPF-L-94-150
Unit Width 150 mm
Insert size 75mm X 150mm

Cat. No. LVPF-L-124-125
Unit Width 125 mm
Insert size 105mm X 125mm

Cat. No. LVPF-L-94-125
Unit Width 125 mm
Insert size 75mm X 125mm

Cat. No. LVPF-L-124-105
Unit Width 105 mm
Insert size 105mm X 105mm

Cat. No. LVPF-L-94-105
Unit Width 105 mm
Insert size 75mm X 105mm
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